Zap-1t® Drive Anchors by MKT Fastening

Materials

* Zinc Zap-It body with carbon steel nail (zinc plated) or stainless steel nail
Features/Advantages

* Required hole diameter equals anchor diameter

* Fast, easy installation

Concerns | =
* Dead loads only
» Not recommended for eccentric loading

Approvals/Listings
* G.S.A. Spec FF-S-325C, Group V, Type 2, Class 3

Description Box Qty. Box Wt. (Ibs.) Master Qty. |Master Wt. (Ibs.)

Zap-It Drive Anchors

3912000- 3/16" X 7/8" 100 1 3,000 30
3916000- 1/4" X 1" 100 2.3 800 18
3916SS0- 1/4" X 1" w/SS Nail 100 2.3 800 18
3920000- 1/4" X 1-1/4" 100 2.5 800 20
3920SS0- 1/4" X 1-1/4" w/SS Nail 100 2.5 800 20
3924000- 1/4" X 1-1/2" 100 2.8 800 22
3928000- 1/4" X 2" 100 3.5 500 28
3930000- 1/4" X 3" 100 4.4 500 22
Zap-It Drive Anchors (Bulk)
3912006- 3/16" X 7/8" 2,000 21 2,000 21
3916006- 1/4" X 1" 2,000 39 2,000 39
3920006- 1/4" X 1-1/4" 1,500 32 1,500 32
3924006- 1/4" X 1-1/2" 1,250 33 1,250 33
3928006- 1/4" X 2" 1,000 32 1,000 32

Contact us today for a quote!
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